
Flexible	layflat	PVC	hose	with	polyester	yarn
reinforcement,	resistant	to	elongation,	for
pressurised	delivery	of	liquids	in	general.
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2020 24 2 150 10 7 4 30 110 255 50/100 IN	STOCK

11 2525 29 2 190 10 7 4 30 120 285 50/100 IN	STOCK

3030 34 2 220 10 7 4 30 165 385 50/100 IN	STOCK

1	1	1/41/4 3232 36 2 240 10 7 4 30 165 385 50/100 IN	STOCK

3535 39 2 290 10 7 4 30 180 415 50/100 IN	STOCK

1	1	1/21/2 3838 42 2 300 10 7 4 30 190 445 50/100 IN	STOCK

4040 44 2 320 10 7 4 30 205 480 50/100 IN	STOCK

1	1	3/43/4 4545 49 2 360 10 7 4 30 235 545 50/100 IN	STOCK

22 5151 55 2 410 10 7 4 30 250 575 50/100 IN	STOCK

6060 65 2.5 550 8 5 3 24 450 1055 50/100 IN	STOCK

2	2	1/21/2 6363 68.5 2.5 570 8 5 3 24 480 1115 50/100 IN	STOCK

7070 75 2.5 650 8 5 3 24 535 1245 50/100 IN	STOCK

33 7676 81 2.5 700 8 5 3 24 600 1390 50/100 IN	STOCK

8080 85 2.5 750 8 5 3 24 620 1440 50/100 IN	STOCK

3	3	1/21/2 9090 95 2.5 860 8 5 3 24 700 1630 50/100 IN	STOCK

44 102102 108 3 1000 8 5 3 24 785 1825 50/100 IN	STOCK

110110 116 3 1150 8 5 3 24 865 2015 50/100 IN	STOCK

55 127127 133 3 1350 6 4 2 18 970 2255 50/100 IN	STOCK

66 152152 158 3 1600 4 3 1 12 1080 2520 50/100 IN	STOCK

88 204204 210 3 2400 3 2 1 9 1495 3480 50 IN	STOCK

All	technical	specifications	apply	to	a	temperature	of	23°C	±	2°C	(ISO	291).	-	Tolerance	on	all	specifications	±	5%.
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